DYNATURN

HIGH CAPACITY, HEAVY DUTY CNC TURNING LATHES
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DYNATU RN Series

DYNATURN sr/11R/13R

I Massive one piece cast iron bed construction.

M Hardened and ground bed ways for long life and accurate service.

M CE compliant electrical package insures reliability and serviceability.

M Headstock with Automatic shifting and constant surface speed control
and high torque power delivery.

M No interference of steady rests during turning due to half carriage.

M Wide carriage to ensure highest accuracy and rigidity.

I Built-in rotating tailstock spindle & load meter.

M Designed for high productivity and accuracy with lowest maintenance cost.

DYNATURN-11R/13R TYPE
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The massive A2—15" spindle is dynamically balanced

and supported at three points by a large(200mm i.d.) diameter
super precision class bearings.

The main spindle delivers up to 1,500kg- m of torque.

The construction of this heavy duty box type headstock is
reinforced thick wall cast iron for maximum rigidity. BN CARRIAGE
The design of this robust headstock features heavily ribbed
double wall support for spindle front bearings and the reinforced
thick wall positioned in the middle to provide the true three point
spindle supports.

The four hydraulically shifted gear ranges provide a broad range
of constant power, speed and torque to suit a wide variety of
tuming operations. High volume forced lubrication system with
safety inteflock provided.
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N TAILSTOCK

The heavy duty box type tailstock of high quality cast iron
construction boasts a large 270mm diameter quill and a built—in
rotating spindle. The tailstock is designed to handle workpieces
of up to 12tons between centers without steady rest.

All tailstock spindle bearings are high precision class to assure
superior machining accuracy.

The ratchet lock device manually engaged with the racks
embedded along the bed casting prevents the tailstock from
slippage. The hydraulic tailstock load meter permits precise
setting of quill thrust; work weight vs. thrust requirement chart
provided at the tailstock. Motorized rapid traverse systems are
provided for fast positioning of both quill and tailstock body.
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